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Disclosure to Promote the Right To Information 

Whereas the Parliament of India has set out to provide a practical regime of right to 
information for citizens to secure access to information under the control of public authorities, 
in order to promote transparency and accountability in the working of every public authority, 
and whereas the attached publication of the Bureau of Indian Standards is of particular interest 
to the public, particularly disadvantaged communities and those engaged in the pursuit of 
education and knowledge, the attached public safety standard is made available to promote the 
timely dissemination of this information in an accurate manner to the public. 
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1. Scope — Covers the dimensions and general requirements for T2i-mm and zOS-mm connections 
on aircraft for the purposes of air-conditioning from ground soufqet. " ' 

2. 127->millimetre Connection 
2.1 Dimensions 



AXIS PARALLEL WITH 
.THE LOMGITUDINAL AXIS 
\0F THE AIRCRAFT 

TWO PEGS OR ONE BOLT 
ACROSS OPENING 




SEALING AREA 
AIRCRAFT SKIN 




All dimensions in millimetres. 



a 


m 


Minimum diameter clearance for 
ground unit and sealing area 


b 


134'5 Max 
129-5 Min 


Opening 


c 


6-4 Max 


— 


d 


25'4 Max 


— 


e 


33 Max 
30'5 Min 


— 


f 


11-4 Min 


Minimum clearance for claw 


9 


9-5 Min 


— 



This standard conforms to ISO/R 1036-1969 Aircraft connections for ground air-condltloning. 
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3. 203-millimetre Connection 

3.1 Dimensions 




SEALING AREA 



AIRCRAFT SKIN 




Rt.l- 



ENLARGED 
SECTION XX 



OPENING C 
FACE D 



SECTION YY 



All dimensions in millinnetres. 



a 


254 M//7 


Minimum diameter clearance for 
ground unit 


b 


203-5 t^ax 
202-5 M/V) 


Opening 


c 


227-3 Max 
226-6 Min 


Diameter between slots 


d 


6-35 Min 


— 


e 


16-2 Min 


— 


f 


31-7 Min 


— 


1 9 


3-3 Max 
3-0 Min 


— 


h 


4-3 


— 


i 


18-8 Min 


— 


k 


25"4 Max 


— 


w 


14-0 


Minimum clear depth of bore 



3.2 General Requirements 
3.2.1 The axis of the connection shall be parallel with the longitudinal axis of the aircraft. 
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3.2.2 The ground unit shall not project more than 14'0 mm beyond the sealing plane except 
through openings C. 

3r2.3 The bayonet shall engage against faces D which may be located symmetrically within a 
sector forming an angle of 30° either side of transverse centre line. 

3.2.4 The portion of the connection above the opening shall preferably be of high tensile steel. 

3.2-5 The dimensions of claw on hose connection shall be as given below: 




Ail dimensions in millimetres. 



/ 


22-9 


m 


11 


n 


2.4 


P 


33 


Q 


15-87 Max 
15-62 Min 


r 


1-2 


s 


5 


t 


2*4 


u 


4'8 


V 


V2 
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